
DEPARTMENT OF HEALTH CARE ACCESS AND INFORMATION
OFFICE OF STATEWIDE HOSPITAL PLANNING AND DEVELOPMENT

APPLICATION FOR HCAI SPECIAL SEISMIC 
CERTIFICATION PREAPPROVAL (OSP)

OFFICE USE ONLY

APPLICATION #: OSP-0486

HCAI Special Seismic Certification Preapproval (OSP)

Type: New X Renewal

Manufacturer Information

Manufacturer: Eaton Corporation

Manufacturer's Technical Representative: Don Caulfield

Mailing Address: 3301 Spring Forest Rd, Raleigh, NC 27616

Telephone: (919) 871-1972 Email: DonaldCaulfield@Eaton.com

Product Information

Product Name:

Product Model Number(s):

Product Category:

General Description:

Mounting Description:

9155 UPS, 9355 UPS, 9355 Options Cabinet, 9X55 Battery Cabinet

Varies (see attachment)

UPS and Batteries

Backup power systems constructed of formed carbon steel framing and cabinets with capacity Ranging 
from 8 – 30 kVA, including the UL924 option.
Base Mounted Rigid

Applicant Information

Applicant Company Name: TRU Compliance, by Structural Integrity Associates

Contact Person: Daniel Zentner

Mailing Address: 233 SW Wilson Ave, Suite 101, Bend, OR 97702

dzentner@structint.comEmail:(541) 292-5839Telephone:

Title: Program Manager

Tested Seismic Enhancements: None

Product Sub-Category: UPS
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DEPARTMENT OF HEALTH CARE ACCESS AND INFORMATION
OFFICE OF STATEWIDE HOSPITAL PLANNING AND DEVELOPMENT

Company Name: STRUCTURAL INTEGRITY ASSOCIATES, INC.

Name: LACHEZAR HANDZHIYSKI

Mailing Address: 5215 Hellyer Avenue, Suite 210, San Jose, CA 95138

Lhandzhiyski@StructInt.comEmail:(669) 437-0200Telephone:

California Licensed Structural Engineer Responsible for the Engineering and Test Report(s)

S6515California License Number:

Certification Method
 GR-63-Core

 Other (Please Specify):

ICC-ES AC156X IEEE 344 IEEE 693 NEBS 3 

Testing Laboratory
Company Name: CLARK TESTING LABORATORY, INC.

Contact Person: Devon Lohr

Mailing Address: 1801 Route 51, Jefferson Hills PA 15025

dlohr@clarktesting.comEmail:(412) 387-1001Telephone:

Company Name: ELEMENT (ELMT)

Contact Person: Greg Mason

Mailing Address: 7800 Highway 20 W, West, Huntsville AL 35806

greg.mason@element.comEmail:(256) 721-0144Telephone:
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DEPARTMENT OF HEALTH CARE ACCESS AND INFORMATION
OFFICE OF STATEWIDE HOSPITAL PLANNING AND DEVELOPMENT

HCAI Approval (For Office Use Only) - Approval Expires on 07/05/2032

Date: 7/3/2026

Name: Mohammad Karim Title: Supervisor, Health Facilities 
Review

Special Seismic Certification Valid Up to: SDS (g) = 1.85

Condition of Approval (if applicable): 

z/h = 1

1.33 (Sds=1.85, z/h=1); 1.13 (Sds=2.50, z/h=0)

Seismic Parameters

Design Basis of Equipment or Components (Fp/Wp) =

SDS (Design spectral response acceleration at short period, g) =

ap (Amplification factor) =

Rp (Response modification factor) =

Ω0 (System overstrength factor) =

Ip (Importance factor) = 

z/h (Height ratio factor) =

Natural frequencies (Hz) =

Overall dimensions and weight =

1.85 (z/h = 1); 2.50 (z/h = 0)

1.0

2.5

2.0

1.5

0 and 1

See Attachment

See Attachment
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S DS=

S DS=

Depth Width Height

33.7 12.0 32.2 459 Extrap.

33.7 12.0 32.2 459 Extrap.

33.7 12.0 32.2 459 Interp. 

33.7 12.0 32.2 459 16

33.7 12.0 32.2 459 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

9155 (2-HIGH)

UPS w/ 32 Battery

9155 (3-HIGH)

UPS w/ 64 Battery

9155 (3-HIGH)

UPS w/ 32 Battery

w/ Trans. Mod.

Notes:

1.  "X" Indicates selection digit not critical to seismic performance; see nomenclature description

2. Maximum dimensions without seismic mounting kit, maximum weight includes seismic mounting kit. 

3. Customer specific model number shown. Closest equivalent CTO number shown in notes. 

K415X3X0XXXX0X0 15 kVA

K410X3X0XXXX0X0 10kVA

K412X3X0XXXX0X0 12 kVA

K415X2X0XXXX0X0 15 kVA

K408X3X0XXXX0X0 8 kVA

K410X2X0XXXX0X0 10 kVA

K412X2X0XXXX0X0 12 kVA

K415X1X0XXXX0X0 15 kVA

K408X2X0XXXX0X0 8 kVA

K412X1X0XXXX0X0 12 kVA

G4101100003 12 kVA (9155-10GE);

Equiv 3 : K4121100S0000B0

K408X1X0XXXX0X0 8 kVA

K410X1X0XXXX0X0 10 kVA

SPECIAL SEISMIC CERTIFICATION
CERTIFIED COMPONENT MATRIX

Manufacturer: Eaton Corporation 
TABLE 1Model Line: 9X55 UPS and Accessories

2200643-CR-001-R1

Model Line Model1 Dimensions (in)2 Weight 

(lbs.)2 Notes UUT

Note: Installed mounting must be of similar configuration and equivalent strength and stiffness to those tested.

Building Code: CBC 2022 Seismic Certification Limits:
1.85 g     z/h=1.0

I P= 1.5
2.50 g     z/h=0.0

Certified Product Construction Summary:

Formed carbon steel internal framing with carbon steep panelized walls, base and roof. 

Certified Options Summary:

See Certified Subcomponent Matrices

Mounting Configuration:

Base mounted - rigid

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
07/03/2026
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S DS=

S DS=

Depth Width Height

SPECIAL SEISMIC CERTIFICATION
CERTIFIED COMPONENT MATRIX

Manufacturer: Eaton Corporation 
TABLE 1Model Line: 9X55 UPS and Accessories

2200643-CR-001-R1

Model Line Model1 Dimensions (in)2 Weight 

(lbs.)2 Notes UUT

Note: Installed mounting must be of similar configuration and equivalent strength and stiffness to those tested.

Building Code: CBC 2022 Seismic Certification Limits:
1.85 g     z/h=1.0

I P= 1.5
2.50 g     z/h=0.0

Certified Product Construction Summary:

Formed carbon steel internal framing with carbon steep panelized walls, base and roof. 

Certified Options Summary:

See Certified Subcomponent Matrices

Mounting Configuration:

Base mounted - rigid

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

33.7 12.0 47.8 736 Interp. 

Notes:

1.  "X" Indicates selection digit not critical to seismic performance; see nomenclature description

2. Maximum dimensions without seismic mounting kit, maximum weight includes seismic mounting kit. 

3. Customer specific model number shown. Closest equivalent CTO number shown in notes. 

BH-08KEL277-1003 7.2 kVA

Equiv 3 : K40812000000000

BH-10KEL277-1003 9 kVA

Equiv 3 : K41012000000000

9155 (3-HIGH)

UL 924 1PH UPS

BH15KEL2081P10T3 9 kVA

Equiv 3 : K41512000000000

BH15KEL2081P1003 10.7 kVA

Equiv 3 : K41512000000000

BH8KEL2081P1003 5.7 kVA

Equiv 3 : K40812000000000

BH10KEL2081P1003 6.8 kVA

Equiv 3 : K41012000000000

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
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Digit

1

2

7

9-12

13

8 Communications Options

OEM14

Unused

3-4 UPS kVA Rating

5 Application

6

Power Distribution

Unused

Battery Configuration

0 = Initial Release 16

1-9 = Future Product Generation Codes

0-4, A-N, P, S, X = Plug Configurations (not critical to seismic) 16

0 = None 16

0 = Powerware

A = Avaya

08 = 8 kVA

Product Family 

5 = Standard Relay Interface Card

6 = Industrial Relay Interface Card

7 = Internal Modem Card

0 = None 16

0 = None 16

3 = Genepi INDGW-X2 Card

4 = Genepi INDGW-X2 Card

3 = 1 Battery Module + Transformer Module (32 batteries, 2 strings)

4 = 1 Battery Module (no batteries)

5 = 2 Battery Modules (no batteries)

6 = 1 Battery Module (no batteries)  + Transformer Module

Item Description UUT

Model Type K = 9155 16

SPECIAL SEISMIC CERTIFICATION
PRODUCT NOMENCLATURE

2200643-CR-001-R1

Manufacturer: Eaton Corporation 
TABLE 1.1Model Line: 9155 8-15 kVA Nomenclature

15 Generation Code

2 = Parallel (not critical to seismic, programming)

1 = 1 Battery Module (32 batteries, 2 strings) 16

2 = 2 Battery Modules (64 batteries, 4 strings)

10 = 10 kVA

12 = 12 kVA 16

15 = 15 kVA

1 = Reverse Transfer [Factory Default] 16

4 = Split Phase (208/120V) 16

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
07/03/2026
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S DS=

S DS=

Depth Width Height

33.7 12.0 32.2 480 Extrap.

33.7 12.0 32.2 480 Extrap.

33.7 12.0 32.2 480 Interp.

33.7 12.0 32.2 480 Interp.

33.7 12.0 32.2 480 1

33.7 12.0 47.8 755 Extrap.

33.7 12.0 47.8 755 Interp.

33.7 12.0 47.8 755 17

33.7 12.0 47.8 755 Extrap.

33.7 12.0 47.8 755 Interp. 

33.7 12.0 47.8 755 Extrap.

33.7 12.0 47.8 755 Interp. 

33.7 12.0 47.8 755 Extrap.

33.7 12.0 47.8 755 Interp.

33.7 12.0 47.8 755 2

Notes:

1.  "X" Indicates selection digit not critical to seismic performance; see nomenclature description

2.  Maximum dimensions without seismic mounting kit, maximum weight includes seismic mounting kit. 

3. Customer specific model number shown. Closest equivalent CTO number shown in notes. 

8.5 kVA, shipped w/o batteries.

Battery P/N: BH10KEL2083P100-2.

Equiv 3 : KA1015100000010

BH15KEL2083P100-13

13.1 kVA, shipped w/o batteries.

Battery P/N: BH15KEL2083P100-2.

Equiv 3 : KA1515100000010

9355 (3-HIGH)

UL 924 3PH UPS BH10KEL2083P100-13

SPECIAL SEISMIC CERTIFICATION
CERTIFIED COMPONENT MATRIX

Manufacturer: Eaton Corporation 
TABLE 2Model Line: 9X55 UPS and Accessories

KA10X1X0XXXXXXX 10 kVA

KA15X1X0XXXXXXX 15 kVA

2200643-CR-001-R1

15 kVA

103006185 15 kVA (9355-15-14GE)

KA1511100000010 15 kVA

KA10X2X0XXXXXXX 10 kVA

KA15X2X0XXXXXXX

Model Line

P-103001240 10 kVA

9355 (2-HIGH)

UPS w/ 32 Battery
P-103000337 15 kVA

UUT

Note: Installed mounting must be of similar configuration and equivalent strength and stiffness to those tested.

Building Code: CBC 2022 Seismic Certification Limits:
1.85 g     z/h=1.0

I P= 1.5
2.50 g     z/h=0.0

9355 (3-HIGH)

UPS w/ 64 Battery

KA15134000000010 15 kVA

9355 (3-HIGH)

UPS w/ 32 Battery

w/ Trans. Mod.

KA10X3X0XXXXXXX 10 kVA

KA15X3X0XXXXXXX 15 kVA

Certified Product Construction Summary:

Formed carbon steel internal framing with carbon steep panelized walls, base and roof. 

Certified Options Summary:

See Certified Subcomponent Matrices

Mounting Configuration:

Base mounted - rigid

BH10KEL2083P1003 8.5 kVA

Equiv 3 : KA1012100000010

BH15KEL2083P1003 13.1 kVA 

Equiv 3 : KA1512100000010

Model1 Dimensions (in)2 Weight 

(lbs.)2 Notes

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
07/03/2026
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S DS=

S DS=

Depth Width Height

SPECIAL SEISMIC CERTIFICATION
CERTIFIED COMPONENT MATRIX

Manufacturer: Eaton Corporation 
TABLE 2Model Line: 9X55 UPS and Accessories

2200643-CR-001-R1

Model Line UUT

Note: Installed mounting must be of similar configuration and equivalent strength and stiffness to those tested.

Building Code: CBC 2022 Seismic Certification Limits:
1.85 g     z/h=1.0

I P= 1.5
2.50 g     z/h=0.0

Certified Product Construction Summary:

Formed carbon steel internal framing with carbon steep panelized walls, base and roof. 

Certified Options Summary:

See Certified Subcomponent Matrices

Mounting Configuration:

Base mounted - rigid

Model1 Dimensions (in)2 Weight 

(lbs.)2 Notes

34.1 20.0 67.0 1,155 Interp.

34.1 20.0 67.0 1,155 Interp.

34.1 20.0 67.0 1,155 4

34.1 20.0 67.0 1,182 18

34.1 20.0 67.0 1,155 Interp. 

34.1 20.0 67.0 1,155 Interp. 

34.1 20.0 67.0 1,155 Interp. 

34.1 20.0 67.0 1,155 Interp. 

34.1 20.0 67.0 222 Interp.

34.1 20.0 67.0 490 Interp.

34.1 20.0 67.0 490 Interp.

34.1 20.0 67.0 490 Interp.

34.1 20.0 67.0 490 5

Notes:

1.  "X" Indicates selection digit not critical to seismic performance; see nomenclature description

2.  Maximum dimensions without seismic mounting kit, maximum weight includes seismic mounting kit. 

3. Customer specific model number shown. Closest equivalent CTO number shown in notes. 

9355 (20-30 kVA)

KB20XXX0XXXX0XX 20 kVA

KB30XXX0XXXX0XX 30 kVA

KB3013100000010 30 kVA

KB3013100000010 30 kVA

KBT0X3XXXXXXXXX Output Xfrmr Only

KBT001100000010 MBS + Input Xfrmr

KBT0X1XXXXXXXXX MBS + Input Xfrmr

KBT0X2XXXXXXXXX Input Xfrmr Only

KBT0X0XXXXXXXXX MBS Only

9355 (20-30 kVA) 

Options Cabinet

BH20KEL2083P100-13

20 kVA, shipped w/o batteries.

Battery P/N: BH20KEL2083P100-2.

Equiv 3 : KB2013100000010

BH30KEL2083P1003 30 kVA 

Equiv 3 : KB3013100000010

9355 (20-30 kVA)

UL 924 3PH UPS

BH30KEL2083P100-13

30 kVA, shipped w/o batteries.

Battery P/N:BH30KEL2083P100-2.

Equiv 3 : KB3013100000010

BH20KEL2083P1003 20 kVA 

Equiv 3 : KB2013100000010

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
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Digit

1

9-12

13

14

7 Voltage Configuration

8 Communications Options

Power Distribution

Unused

OEM

3-4 UPS kVA Rating

5 Application

6 Battery Configuration

1-9 = Future Product Generation Codes

0 = None 1, 2, 17

1 -4 = Warranty and Service Options (not critical to seismic) 1, 2, 17

0 = Initial Release 1, 2, 17

0-4, A-N, P, S, X = Plug Configurations (not critical to seismic) 1, 2, 17

0 = None 1, 2, 17

3 = Genepi INDGW-X2 Card

4 = Genepi INDGW-X2 card

1 = 120/208V in/out, 50/60 Hz Autodetect 1

2 = 127/220V in/out, 50/60 Hz Autodetect

4 = 480V in, 120/208V out 2, 17

6 = 600V in, 120/208V out

1 = 1 Battery Module 1

2 = 2 Battery Modules 17

10 = 10 kVA

15 = 15 kVA 1, 2, 17

1 = Reverse Transfer (no output breaker) (Factory Default) 1, 2, 17

2 = Parallel (no output breaker)

5 = Standard Relay Interface Card

6 = Industrial Relay Interface Card

7 = Internal Modem Card

15 Generation Code

2 Product Family
A = 9355-15 1, 2, 17

B = 9355-30

Item Description UUT

Model Type K = 9355 1, 2, 17

SPECIAL SEISMIC CERTIFICATION
PRODUCT NOMENCLATURE

2200643-CR-001-R1

Manufacturer: Eaton Corporation 
TABLE 2.1Model Line: 9355 10-15 kVA Nomenclature

3 = 1 Battery Module + Transformer Module 2

4 = 1 Battery Module (no batteries) + Label

5 = 2 Battery Modules (no batteries) + Label

6 = 1 Battery Module (no batteries) + Transformer Module

A = Reverse Transfer - FAA (60 +/- 0.5 Hz)

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
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Digit

1

10-12

14

8 Communications Options

9 Protection

13
Structural 

Configuration

Product Family2

3-4 UPS kVA Rating

5 Application

6 Battery Configuration

7 UPS Configuration

0 = OSHPD 4, 18

1 = Non-OSHPD

1 = No Bypass Fuses

Unused 0 = None 4, 18

5 = Standard Relay Interface Card

6 = Industrial Relay Interface Card

1-9 = Future Product Generation Codes

OEM 1 -4 = Warranty and Service Options (not critical to seismic) 4, 18

0 = Initial Release 4, 18

A = 9355-15

B = 9355-30 4, 18

20 = 20 kVA

7 = Internal Modem Card

0 = Bypass Fuses 4, 18

2 = 127/220V in/out, 50/60 Hz Autodetect

0 = None 4, 18

3 = Genepi INDGW-X2 Card

4 = Genepi INDGW-X2 Card

4 = 3X Battery Shelves, Kits only (no batteries)

1 = 120/208V in/out, 50/60 Hz Autodetect 4, 18

Item Description UUT

Model Type K = 9355 4, 18

SPECIAL SEISMIC CERTIFICATION
PRODUCT NOMENCLATURE

2200643-CR-001-R1

Manufacturer: Eaton Corporation 
TABLE 2.2Model Line: 9355 20-30 kVA Nomenclature

15 Generation Code

4 = Parallel + Output Breaker

A = Reverse Transfer - FAA (60 +/- 0.5 Hz)

0 = No Internal Battery (external batteries only)

3 = 3X Battery Shelves (9Ah, 108 batteries) 4, 18

30 = 30 kVA 4, 18

1 = Reverse Transfer (no output breaker) (Factory Default) 4, 18

2 = Parallel (no output breaker)

3 = Reverse Transfer + Output Breaker

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
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Digit

1

2

3-4

5

8-12

13

14

15

0 = None 5

0 = None 5

3 = 600 V (Input only)

1 = 208 V 5

2 = 480 V

4 = MBS + Input Byp Transformer + Output Transformer (480V only)

0 = None (MBS only)

SPECIAL SEISMIC CERTIFICATION
PRODUCT NOMENCLATURE

2200643-CR-001-R1

Manufacturer: Eaton Corporation 
TABLE 2.3Model Line: 9355 30 kVA Accessories Nomenclature

3 = Output Transformer (no MBS) (480V only)

1 = MBS + Input Transformer 5

2 = Input Transformer (no MBS)

0 = None

0 = No Transformer (MBS only)

T0 = Option Cabinet 5

B = 9355-30 5

Item Description UUT

Model Type K = 9355 5

Product Family

Cabinet Type

Unused

1 = Eaton 5

0 = None 5

6 Configuration

Voltage Configuration7

Future Option

Unused

Future Option

OEM

TRU Compliance, by Structural Integrity Associates, Inc.
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S DS=

S DS=

Depth Width Height

33.7 12.0 32.2 580 Extrap.

33.7 12.0 32.2 580 Extrap.

33.7 12.0 47.8 855 Interp.

33.7 12.0 47.8 855 Interp.

33.7 12.0 47.8 855 Interp.

33.7 12.0 47.8 855 3

BHEBM96EL600-1

3-High, 8-15 kVA UL 924.

Same as 103004193-5501.

Shipped w/o batteries.

Battery P/N: BHEBM96EL600-2.

9X55 Battery Cabinets

Notes:

1.  "X" Indicates selection digit not critical to seismic performance; see nomenclature description

2.  Maximum dimensions without seismic mounting kit, maximum weight includes seismic mounting kit.

BHEBM96EL600
3-High, 8-15 kVA UL 924.

Same as 103004193-5501.

103004192-5501 2-High, 8-15 kVA, 64 Battery

P-103001588 2-High, 8-15 kVA, w/o Batteries

1.5
2.50 g     z/h=0.0

Model Line Model1

P-103003750 3-High, 8-15 kVA, w/o Batteries

103004193-5501 3-High, 8-15 kVA, 96 Battery

Dimensions (in)2 Weight 

(lbs.)2 Notes UUT

Note: Installed mounting must be of similar configuration and equivalent strength and stiffness to those tested.

Building Code: CBC 2022 Seismic Certification Limits:
1.85 g     z/h=1.0

I P=

2200643-CR-001-R1

Certified Product Construction Summary:

Formed carbon steel internal framing with carbon steep panelized walls, base and roof. 

Certified Options Summary:

See Certified Subcomponent Matrices

Mounting Configuration:

Base mounted - rigid

SPECIAL SEISMIC CERTIFICATION
CERTIFIED COMPONENT MATRIX

Manufacturer: Eaton Corporation 
TABLE 3Model Line: 9X55 UPS and Accessories

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
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S DS = 1.85 g     z/h = 1.0

S DS = 2.50 g     z/h = 0.0

Depth Width Height

33.7 12.0 32.2 86 1, 6

33.7 12.0 47.8 122 2, 3, 17

34.1 20.0 67.0 245 4, 5

30.0 20.0 66.0 247 18

SPECIAL SEISMIC CERTIFICATION
CERTIFIED SUBCOMPONENT MATRIX

Manufacturer: Eaton Corporation Table Description:

2200643-CR-001-R1

UUT

8-15 kVA (2-HIGH) 16 GA CRS

Model Line

(Manufacturer)
Model

Dimension (in) Weight

(lbs.)
Material Notes

9X55 Frame

(Eaton)

P-103003968 16 GA CRS 20-30 kVA

103007491 16 GA CRS 20-30 kVA

Frames
TABLE 4Model Line: 9X55 UPS and Accessories

Building Code: CBC 2022 Seismic Certification Limits: I P  = 1.5

8-15 kVA (3-HIGH) 16 GA CRS

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
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S DS = 1.85 g     z/h = 1.0

S DS = 2.50 g     z/h = 0.0

Interp.

16

Interp.

1, 2, 17

Same

4

4

Same

5

2

4

19a

19a

Static Switch Eaton

Battery CSB 1, 2, 3, 4, 

16, 17, 18

1, 2, 4, 

16, 17
Bypass and input contactor, 130AE111D10X3N

738W-X2/35
NEMA 5-15R Tamper-Resistance Snap-in AC 

Power Outlet
Eaton P/N: P-154000480

5710CC Fuse Holder, Class CC,  Panel Mount Eaton P/N: P-128000069

E111D85X3N Output contactor, 115A

103004894 30 kVA power module

149502093 480V-120/208 (Cu)

103004889 30 kVA power module/static switch

744-A0421 9355 module, 15 kVA and under

HRL1234WF2FR 12V, 34 WATT (9 AH), VRLA Same as PWHR1234W2FR (branding)

12V, 34 WATT (9 AH), VRLAPWHR1234W2FR

China P/N9155 module, 15 kVA and under744-A2420

Electronics Module
1024064 9155 module, 15 kVA and under

744-A4553 9355 module, 15 kVA and under Restriction of Hazardous Substances (RoHS)
Eaton

SPECIAL SEISMIC CERTIFICATION
CERTIFIED SUBCOMPONENT MATRIX

Manufacturer: Eaton Corporation Table Description:

UUT

Electrical Components
TABLE 5Model Line: 9X55 UPS and Accessories

Building Code: CBC 2022 Seismic Certification Limits: I P  = 1.5

2200643-CR-001-R1

Component Type Manufacturer Model Description Notes

Contractor Eaton

Fuse Holder Littlefuse

Receptacle Qualtek

Eaton 

Trafotek

Transformer

Power Module Eaton

WP35003 35 kVA, 208/208 (Al) Same as V29M28E35M-50C

V29M28E35M-50C 35 kVA, 208/208 (Al)
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S DS = 1.85 g     z/h = 1.0

S DS = 2.50 g     z/h = 0.0

Extrap.

2

1, 2, 16, 17

Interp.

Extrap.

Extrap.

Extrap.

4

Interp.

4

Extrap.

Extrap.

4

Interp.

Interp.

Interp.

* Breakers listed here include part numbers which identify configuration, manufacturer, materials, and breaker rating. Interpolated and extrapolated items have the same 

manufacturer, materials, and have the same configuration and construction as the tested units

HFDDC3150LA1301U3801 150A, 3 Pole

GHC3020 20A, 3 Pole

Breaker

Airpax

Eaton 

(E-Frame)

Eaton 

(F-Frame)

GHC3060 60A, 3 Pole

Eaton

(G-Frame) *GH* 20-60A, 3 Pole

FD3225KLA06 225A, 3 Pole

*FD* 150-225A, 3 Pole

GHC3030 30A, 3 Pole

EGS3125FFG 125A, 3 Pole, Thermal Trip

FD2200S18 200A, 2 Pole, Shunt Trip

EGK3125KSG 125A, 3 Pole, Thermal Trip

*EG* 70-125A, 3 Pole, Thermal Tip

Electrical Components
TABLE 6

SPECIAL SEISMIC CERTIFICATION
CERTIFIED SUBCOMPONENT MATRIX

2200643-CR-001-R1

Manufacturer: Eaton Corporation Table Description:

Component Type Manufacturer Model Description Notes UUT

Building Code: CBC 2022 Seismic Certification Limits: I P  = 1.5

Model Line: 9X55 UPS and Accessories

100A, 2 Pole, Vertical Mounting

229-2-1REC5-34933-100 100A, 2 Pole, Horizontal Mounting

EGS3070FFG 70A, 3 Pole, Thermal Trip

209-2-34218-1-V 100A, 2 Pole

209-3-34218-2-V 70A, 3 Pole

229-2-IREC5-33735-100
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S DS = 1.85 g     z/h = 1.0

S DS = 2.50 g     z/h = 0.0

Electrical Components
TABLE 6

SPECIAL SEISMIC CERTIFICATION
CERTIFIED SUBCOMPONENT MATRIX

2200643-CR-001-R1

Manufacturer: Eaton Corporation Table Description:

Component Type Manufacturer Model Description Notes UUT

Building Code: CBC 2022 Seismic Certification Limits: I P  = 1.5

Model Line: 9X55 UPS and Accessories

Interp.

19b

Interp.

Interp.

Interp.

Interp.

Interp.

19a

Interp.

Interp.

19a, 19b

Interp.

Interp.

19a

Interp.

Interp.

Interp.

Interp.

Interp.

Interp.

AC Breakers1

(Thermal Magnetic)

(Frame 1-4)

Eaton

AC Breakers1

(Electronic Trip)

(Frame 2-5)

Eaton

PDC53* Frame 5, 3-pole, IEC/CCC Rated, 48.0 lbs Modular

PDF53* Frame 5, 3-pole, 100%  Rated, 48.0 lbs Modular

PDF43* Frame 4, 3-pole, 100% Rated, 33.0 lbs Modular

PDG43* Frame 4, 3-pole, 33.0 lbs Modular

PDF33* Frame 3, 3-pole, 100% Rated, 14.8 lbs Modular

PDG33* Frame 3, 3-pole, 14.8 lbs Modular

PDG23* Frame 2, 3-pole, 4.7 lbs Not Modular

PDG23G0225B2NL Frame 2, 3-pole, adjustable 225 A, 4.5 lbs Not Modular

PDF23* Frame 2, 3-pole, 100% Rated, 4.7 lbs Not Modular

PDF43* Frame 4, 3-pole, 100% Rated, 31.0 lbs Modular

PDG43* Frame 4, 3-pole, 31.0 lbs Modular

PDG13* Frame 1, 3-pole, 2.3 lbs Not Modular

PDG13G0125TFFJ Frame 1, 3-pole, 125 A, 2.3 lbs Not Modular

PDG43M0600TFAN Frame 4, 3-pole, 600 A, 31.0 lbs Modular

Notes:

1.  Frame 3, 4, 5 and 6 breaker assemblies may be assembled from individual Eaton breaker components at time of incorporation into Eaton products.

* Breakers listed here include part numbers which identify configuration, manufacturer, materials, and breaker rating. Interpolated items have the same manufacturer, 

materials, and have the same configuration and construction as the tested units.

PDD33* Frame 3, 3-pole, 240VAC, 14.8 lbs Modular

PDF33* Frame 3, 3-pole, 100% Rated, 14.8 lbs Modular

PDD23* Frame 2, 3-pole, 240VAC, 4.7 lbs Not Modular

PDG23* Frame 2, 3-pole, 4.7 lbs Not Modular

PDG33* Frame 3, 3-pole, 14.8 lbs Modular

PDG33K0400TFAN Frame 3, 3-pole, 400 A, 11.8 lbs Modular
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S DS = 1.85 g     z/h = 1.0

S DS = 2.50 g     z/h = 0.0

Electrical Components
TABLE 6

SPECIAL SEISMIC CERTIFICATION
CERTIFIED SUBCOMPONENT MATRIX

2200643-CR-001-R1

Manufacturer: Eaton Corporation Table Description:

Component Type Manufacturer Model Description Notes UUT

Building Code: CBC 2022 Seismic Certification Limits: I P  = 1.5

Model Line: 9X55 UPS and Accessories

Interp.

19a

Interp.

19b

Interp.

19b

AC Breakers1

(Electronic Trip)

(Frame 2-5)

Eaton 

Notes:

1. Frame 3, 4, 5 and 6 breaker assemblies may be assembled from individual Eaton breaker components at time of incorporation into Eaton products.

2. Frame 2  DC Breakers available from 15A to 225A. Frame 3 DC Breakers available from 100A to 600A.

* Breakers listed here include part numbers which identify configuration, manufacturer, materials, and breaker rating. Interpolated items have the same manufacturer, 

materials, and have the same configuration and construction as the tested units.

PDK33K0500TFAJ Frame 3, 3-pole, 500 A, 14.8 lbs Not Modular

PDK23M0175TFFJ Frame 2, 3-pole, 175 A, 4.7 lbs Not Modular

PDK33* Frame 3, 3-pole, 14.8 lbs Not Modular

PDK23* Frame 2, 3-pole , 4.7 lbs Not Modular

PDG53* Frame 5, 3-pole, 48.0 lbs Modular

PDG53P1200E2NM Frame 5, 3-pole, adjustable 1200 A, 48.0 lbs Modular

DC Breakers2

(Thermal Trip)

(Frame 2-3)

Eaton
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Notes:

1. Element - Huntsville was formerly Wyle Laboratories.

19b 9PZR-Custom-1
JID 24-00216

(UUT4b)
Clark Testing

June 11-

14, 2024
Yes

2.0

2.5

1.0

0.0
1.5

2.0

2.5

1.0

0.0
1.5

19a
9PZR-Custom-1 w/ 

Convenience Outlet
Clark Testing

June 11-

14, 2024
Yes

2.0

2.5

18 KB3013100000010 Clark Testing
June 11-

14, 2024
Yes

1.0

0.0
1.5

JID 24-00216

(UUT1)

JID 24-00216

(UUT4a)

17 103006185
70961R13 

(UUT7)

Element - 

Hunstville 1
May 15-

17, 2013
Yes

2.73

4.37

1.0

0.0
1.5

16 G410110000
70961R13 

(UUT6)

Element - 

Hunstville 1
May 15-

17, 2013
Yes

2.73

4.37

1.0

0.0
1.5

1.85

2.96

1.0

0.0
1.5

5 KBT001100000010
55906R08-8 

(EUT5)

Element - 

Hunstville 1
Oct. 6-

10, 2008
Yes

2.03

3.25

4 KB3013100000010
55906R08-9 

(EUT13)

Element - 

Hunstville 1
Oct. 6-

10, 2008
Yes

1.0

0.0
1.5

3 103004193-5501
55906R08-12 

(EUT19)

Element - 

Hunstville 1
Sept. 8-

12, 2008
Yes

2.03

3.25

1.0

0.0
1.5

1.0

0.0
1.5

2 KA15134000000010
55906R08-13 

(EUT21)

Element - 

Hunstville 1
Sept. 8-

12, 2008
Yes

1.93

3.09

1.0

0.0
1.5

1 KA1511100000010
55906R08-9 

(EUT27)

Element - 

Hunstville 1
Oct. 6-

10, 2008
Yes

1.85

2.96

UUT Unit Description
Report Number

(UUT#)
Testing Lab

Date 

Tested

ISO 17025 

Accredited?

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: Eaton Corporation 

Model Line: 9X55 UPS and Accessories

SDS z/h IP

2200643-CR-001-R1
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480

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

1.85 1.0

2.96 0.0

UUT1 was base mounted - rigid using an Eaton seismic kit (P/N: 103004194-5501) and twelve (12) Class 8.8 M10 bolts torqued to 

31 ft-lbs. and washers. Unit maintained structural integrity and remained functional per manufacturer requirement after shake 

table test. Contents were included in testing per operating conditions.

0.791.972.222.961.5

Test Mounting Details: (Test Report: 55906R08-9 (EUT27))

>33.3

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24

32.0 18.0 34.0 27.0 15.0

Options/Subcomponent Summary:

Frames: Eaton (8-15 kVA (2-HIGH)); Seismic Kit: Eaton (103004194-5501); Electric Module: Eaton (744-A0421);

Battery: CBS (PWHR1234W2FR); Contactor: Eaton (E111D10X3N); Breaker: Airpax (229-2-IREC5-33735-100)

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

Depth Width Height Front-Back Side-Side Vertical

Formed carbon steel internal framing with carbon steel panelized walls, base and roof.

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: Eaton Corporation 

UUT 1Model Line: 9X55 UPS and Accessories

Model Number: KA1511100000010 Serial Number: FB336JBA45

Product Construction Summary:

2200643-CR-001-R1
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755

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

1.93 1.0

3.09 0.0

UUT2 was base mounted - rigid using an Eaton seismic kit (P/N: 103004194-5501) and twelve (12) Class 8.8 M10 Bolts torqued to 

31 ft-lbs. and washers. Unit maintained structural integrity and remained functional per manufacturer requirement after shake 

table test. Contents were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24 1.5 1.93 2.32 2.06 0.82

49.5 17.0

Test Mounting Details:  (Test Report: 55906R08-13 (EUT21))

8.8 >33.332.5 14.5

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: Eaton Corporation 

UUT 2Model Line: 9X55 UPS and Accessories

2200643-CR-001-R1

Formed carbon steel internal framing with carbon steel panelized walls, base and roof.

Model Number: KA15134000000010 Serial Number: FB336JBA37

Product Construction Summary:

Options/Subcomponent Summary:

Frames: Eaton (8-15 kVA (3-HIGH)); Seismic Kit: Eaton (103004194-5501); Electronics Module: Eaton (744-A0421);

Battery: CBS (PWHR1234W2FR); Contactor: Eaton (E111D10X3N); Transformer: Trafotek (149502093); 

Breaker: Airpax (209-3-34218-2-V, 229-2-IREC5-33735-100) 

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

VerticalDepth Width Height Front-Back Side-Side
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855

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

2.03 1.0

3.25 0.0

UUT3 was base mounted - rigid using an Eaton seismic kit (P/N: 103004194-5501) and twelve (12) Class 8.8 M10 Bolts torqued to 

31 ft-lbs. and washers. Unit maintained structural integrity and remained functional per manufacturer requirement after shake 

table test. Contents were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24 1.5 3.25 2.44 2.06 0.82

50.0 17.0

Test Mounting Details:  (Test Report: 55906R08-12 (EUT19))

6.0 >33.328.5 14.5

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: Eaton Corporation 

UUT 3Model Line: 9X55 UPS and Accessories

2200643-CR-001-R1

Formed carbon steel internal framing with carbon steel panelized walls, base and roof.

Model Number: 103004193-5501 Serial Number: N/A

Product Construction Summary:

Options/Subcomponent Summary:

Frames: Eaton (8-15 kVA (3-HIGH)); Seismic Kit: Eaton (103004194-5501); Battery: CBS (PWHR1234W2FR); 

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

VerticalDepth Width Height Front-Back Side-Side
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1,155

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

1.85 1.0

2.96 0.0

UUT4 was base mounted - rigid using an Eaton seismic kit (P/N: 103004896) and ten (10) Class 8.8 M10 bolts torqued to 31 ft-lbs. 

and washers. Unit maintained structural integrity and remained functional per manufacturer requirement after shake table test. 

Contents were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24 1.5 2.96 2.22 1.97 0.79

65.0 6.4

Test Mounting Details:  (Test Report: 55906R08-9 (EUT13))

6.4 >33.344.0 24.0

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: Eaton Corporation 

UUT 4Model Line: 9X55 UPS and Accessories

2200643-CR-001-R1

Formed carbon steel internal framing with carbon steel panelized walls, base and roof.

Model Number: KB3013100000010 Serial Number: N/A

Product Construction Summary:

Options/Subcomponent Summary:

Frame: Eaton (20-30 kVA); Seismic Kit: Eaton (103004896); Battery: CSB (PWHR1234W2FR); 

Static Swith: Eaton (103004889); Contactor: Eaton (E111D85X3N, E111D10X3N); 

Breaker: Eaton (E-Frame, EGS3125FFG) (F-Frame, FD2200S18) (G-Frame, GHC3020);

Power Module: Eaton (103004894, 103004889)

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

VerticalDepth Width Height Front-Back Side-Side
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490

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

2.03 1.0

3.25 0.0

UUT5 was base mounted - rigid using an Eaton seismic kit (P/N: 103004896) and ten (10) Class 8.8 M10 bolts torqued to 31 ft-lbs. 

and washers. Unit maintained structural integrity and remained functional per manufacturer requirement after shake table test. 

Contents were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24 1.5 3.25 2.44 2.06 0.82

66.0 7.5

Test Mounting Details:  (Test Report: 55906R08-8 (EUT5))

7.2 >33.344.0 24.0

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: Eaton Corporation 

UUT 5Model Line: 9X55 UPS and Accessories

2200643-CR-001-R1

Formed carbon steel internal framing with carbon steel panelized walls, base and roof.

Model Number: KBT001100000010 Serial Number: N/A

Product Construction Summary:

Options/Subcomponent Summary:

Frame: Eaton (20-30 kVA); Seismic Kit: Eaton (103004896); Transformer: Eaton (V29M28E35M-50C)

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

VerticalDepth Width Height Front-Back Side-Side
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452

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

2.73 1.0

4.37 0.0

UUT16 was base mounted - rigid using an Eaton seismic kit (P/N: 103004194-5501) and twelve (12) Class 8.8 M10 bolts torqued to 

31 ft-lbs. and washers. Unit maintained structural integrity and remained functional per manufacturer requirement after shake 

table test. Contents were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24 1.5 4.37 3.28 2.91 1.17

34.0 >33.3

Test Mounting Details:  (Test Report: 70961R13 (UUT6))

24.0 >33.332.0 18.0

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: Eaton Corporation 

UUT 16Model Line: 9X55 UPS and Accessories

2200643-CR-001-R1

Formed carbon steel internal framing with carbon steel panelized walls, base and roof.

Model Number: G410110000 Serial Number: BG095FBB06

Product Construction Summary:

Options/Subcomponent Summary:

Frame: Eaton (8-15 kVA (2-HIGH)); Seismic Kit: Eaton (103004914-5501); Electronics Module: Eaton (1024064);

Battery: CSB (PWHR1234W2FR); Contactor: Eaton (E111D10X3N); Breaker: Airpax (229-2-IREC5-33735-100)

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

VerticalDepth Width Height Front-Back Side-Side
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750

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

2.73 1.0

4.37 0.0

UUT17 was base mounted - rigid using an Eaton seismic kit (P/N: 103004194-5501) and twelve (12) Class 8.8 M10 bolts torqued to 

31 ft-lbs. and washers. Unit maintained structural integrity and remained functional per manufacturer requirement after shake 

table test. Contents were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24 1.5 4.37 3.28 2.91 1.17

49.5 18.0

Test Mounting Details:  (Test Report: 70961R13 (UUT7))

12.0 >33.332.0 18.0

UNIT UNDER TEST (UUT)
SUMMARY SHEET

Manufacturer: Eaton Corporation 

UUT 17Model Line: 9X55 UPS and Accessories

2200643-CR-001-R1

Formed carbon steel internal framing with carbon steel panelized walls, base and roof.

Model Number: 103006185 Serial Number: BG111JBA01

Product Construction Summary:

Options/Subcomponent Summary:

Frame: Eaton (8-15 kVA (3-HIGH)); Seismic Kit: Eaton (103004914-5501); Electronics Module: Eaton (744-A0421);

Battery: CSB (PWHR1234W2FR); Contactor: Eaton (E111D10X3N); Breaker: Airpax (229-2-IREC5-33735-100)

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

VerticalDepth Width Height Front-Back Side-Side
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1,182

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

2.0 1.0

2.5 0.0

Product Construction Summary:

>33.3334.1 20.0

Formed carbon steel internal framing with carbon steel panelized walls, base and roof.

Options/Subcomponent Summary:

Frame: Eaton (P-103003968); Seismic Kit: Eaton (103004896); Battery: CSB (PWHR1234W2FR); 

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

Depth Width Height Front-Back Side-Side

UNIT UNDER TEST (UUT)
SUMMARY SHEET

2200643-CR-001-R1

Manufacturer: Eaton Corporation 

UUT 18Model Line: 9X55 UPS and Accessories

Model Number: KB3013100000010 Serial Number: BQ19ZKXX01 

Vertical

67.0 14.92

Test Mounting Details:  (Test Report: JID 24-00216 (UUT1))

14.14

UUT18 was base mounted - rigid using an Eaton seismic kit (P/N: 103004896) and fourteen (14) Grade 5 SAE 1/2-13 hex bolts, 

washers and lock washers torqued to 60ft.-lbs. Mounting brackets were attached to the UUT using twelve (12) M12 Class 8.8 

bolts. Unit maintained structural integrity and remained functional per manufacturer requirement after shake table test. 

Contents were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24 1.5 3.20 2.40 1.67 0.67

TRU Compliance, by Structural Integrity Associates, Inc.
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733

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

2.0 1.0

2.5 0.0

Powder Coated Carbon Steel Framing. 120V AC Convenience Outlet

UNIT UNDER TEST (UUT)
SUMMARY SHEET

2200643-CR-001-R1

Manufacturer: Eaton Corporation 

UUT 19aModel Line: 93PM IAC

Model Number: 9PZR-Custom-1 w/ Convenience Outlet Serial Number: N/A

Product Construction Summary:

>33.33

Options/Subcomponent Summary:

IAC-B; Frame (Eaton)

Breakers (AC - Thermal Magnetic): Eaton (PDG33K0400TFAN, PDG43M0600TFAN); Breakers (AC- Electronic Trip): Eaton 

(PDG23G0225B2NL, PDG53P1200E2NM); Seismic Kit: Eaton (P-10300767); Receptacle (120V AC): Qualtek (738W-X2/35); Fuse 

Holder: Littlefuse (5710CC)

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

Depth Width Height Front-Back

42.0 31.5 73.5 16.07 17.52

Test Mounting Details:  (Test Report: JID 24-00216 (UUT4a))

UUT19a was base mounted - rigid using an Eaton seismic kit (P/N: P-10300767) and eight (8) Grade 5 SAE 1/2-13 hex bolts, 

washers and lock washers, torqued to 60ft.-lbs. Mounting brackets were attached to the UUT using eight (8) M12 Class 8.8 bolts. 

Unit maintained structural integrity and remained functional per manufacturer requirement after shake table test. Contents 

were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24 1.5 3.20 2.40 1.67 0.67

Side-Side Vertical

TRU Compliance, by Structural Integrity Associates, Inc.
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664

SDS (g) z/h IP AFLX-H (g) ARIG-H (g) AFLX-V (g) ARIG-V (g)

2.0 1.0

2.5 0.0

Powder Coated Carbon Steel Framing. 120V AC Convenience Outlet

UNIT UNDER TEST (UUT)
SUMMARY SHEET

2200643-CR-001-R1

Manufacturer: Eaton Corporation 

UUT 19bModel Line: 93PM IAC

Model Number: 9PZR-Custom-1 Serial Number: N/A

Product Construction Summary:

>33.33

Options/Subcomponent Summary:

IAC-B; Frame (Eaton)

Breakers (AC - Thermal Magnetic): Eaton (PDG13G0125TFFJ, PDG43M0600TFAN); 

Breakers (DC - Thermal Trip): Eaton (PDK23M0175TFFJ, PDK33K0500TFAJ); Seismic Kit: Eaton (P-10300767)

UUT Properties

Weight

(lbs.)

Dimension (in) Lowest Natural Frequency (Hz)

Depth Width Height Front-Back

42.0 31.5 73.5 15.74 14.46

Test Mounting Details:  (Test Report: JID 24-00216 (UUT4b))

UUT19b was base mounted - rigid using an Eaton seismic kit (P/N: P-10300767) and eight (8) Grade 5 SAE 1/2-13 hex bolts, 

washers and lock washers, torqued to 60ft.-lbs. Mounting brackets were attached to the UUT using eight (8) M12 Class 8.8 bolts. 

Unit maintained structural integrity and remained functional per manufacturer requirement after shake table test. Contents 

were included in testing per operating conditions.

UUT Highest Passed Seismic Run Information

Building Code Test Criteria

CBC 2022 ICC-ES AC156-24 1.5 3.20 2.40 1.67 0.67

Side-Side Vertical

TRU Compliance, by Structural Integrity Associates, Inc.

844-TRU-0200  |  info@trucompliance.com 
07/03/2026
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